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(NOS/08)
Notice to Mariners Numbers 1 thru 17

 SEQ CHAPTER \h \r 1

 SEQ CHAPTER \h \r 1Publication–National Ocean Service–U.S. Coast Pilot 3, Atlantic Coast:  Sandy Hook, NJ to Cape Henry, VA 2008, (41st) Edition.  Change No. 01.

Coast Pilot 3 41st Ed 2008


Corrections

Page 119-Paragraph 1848, line 3; read:

requirements set forth in subpart B of Part 161 also apply …

(FR 12/27/07)

Page 295-Paragraph 123, lines 3-4; read:

to 18 feet. Windmill Point Light (37°35'49"N., 76°14'10"W.), 34 feet above the water, is shown from a …

(51/07 CG5; LL/07)
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Corrections

Page 145-Paragraph 2525 through Paragraph 2535, read:

§ 334.190 Chesapeake Bay, in vicinity of Bloodsworth Island, MD, U.S. Navy.
     (a) The areas —(1) Prohibited area. All waters within a circle 0.5 miles in radius with its center at 38º10'00"N., 76º06'00"W.; Bloodsworth Island, Pone Island, Northeast Island, and Adams Island.

     (2) The danger zone. All waters of Chesapeake Bay and Tangier Sound within an area bounded as follows: Beginning at 

     38º08'15"N., 76º10'00"W.; thence to

     38º12'00"N., 76º10'00"W.; thence to

     38º12'00"N., 76º07'00"W.; thence to

     38º13'00"N., 76º06'00"W.; thence to

     38º13'00"N., 76º04'00"W.; thence to

     38º12'00"N., 76º02'00"W.; thence to

     38º12'00"N., 76º00'00"W.; thence to

     38º08'15"N., 76º00'00"W.; thence to the point of beginning, excluding the prohibited area described in paragraph (a)(1) of this section.

     (b) The regulations. (1) No person, vessel or other craft shall approach closer than 75 yards to the beaches, shoreline, or piers of Bloodsworth Island, Pone Island, Northeast Island, Adams Island, or any Patuxent River Naval Air Station property at any time unless authorized to do so by the enforcing agency. No person, vessel or other craft shall approach rafts, barges, or platforms closer than 100 yards.

     (2) No person, vessel, or other craft shall enter or remain in the danger zone when notified by the enforcing authority to keep clear. Any watercraft under way or at anchor, upon being so warned, shall immediately vacate the area and shall remain outside the area until conclusion of potentially hazardous test or training events.

     (3) The area will be in use intermittently throughout the year.

     (4) Prior to the commencement of any potentially hazardous test or training event that requires clearing of non-participant boats from the danger zone, surface or air search of the entire area will be made for the purpose of locating and warning all craft and persons not connected with the test or training event, and a patrol will be maintained throughout the duration of the event.

     (5) All persons, vessels, or other craft shall clear the area when warned by patrol vessels.

     (6) Patrol vessels will provide warning that a potentially hazardous test or training event is in progress or is about to commence; when so warned, fishing or oystering vessels or other craft not directly connected with the event shall not navigate within the danger zone. Deep-draft vessels proceeding in established navigation channels normally will be permitted to traverse the area upon coordination with range patrol vessels. The patrol vessels will ensure safe separation between all non-participant vessels and potentially hazardous operations.

     (7) When potentially hazardous testing or training is not in progress or is not about to commence, oystering and fishing boats and other craft may operate within the danger zone.

     (8) All potentially hazardous test or training events will be performed in such a way as to contain the hazard footprint to the established danger zone described in paragraph (a) of this section. Naval authorities will not be responsible for damage to nets, traps, buoys, pots, fish pounds, stakes, or other equipment that may be located within the danger zone.

     (9) Nothing in this regulation shall be intended to prevent the lawful use of approved waterfowl hunting blinds along the shorelines of Bloodsworth Island range complex, provided that all necessary licenses and permits have been obtained from the Maryland Department of Natural Resources and the completed copy of the permit has been submitted to the Conservation Division Director at NAS Patuxent River. Waterfowl hunters must observe all warnings and range clearances, as noted herein.

     (10) The regulations in this section shall be enforced by the Commander, Naval Air Station Patuxent River, Maryland, and such agencies as he/she may designate.

(FR 11/23/07)
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Corrections

Page 54-Paragraph 265 through Paragraph 301, read:

§110.168 Hampton Roads, Virginia and adjacent waters (Datum: NAD 83).

     (a) Anchorage Grounds. (1) Anchorage A [Naval Anchorage]. The waters bounded by the shoreline and a line connecting the following points:

      36°55'36.2"N., 76°02'46.3"W.

      36°57'03.3"N., 76°03'01.4"W.

      36°56'45.5"N., 76°01'28.8"W.

      36°55'55.7"N., 76°01'35.7"W.

     (2) Chesapeake Bay, Thimble Shoals Channel Anchorages.
     (i) Anchorage B [Naval Anchorage].  The waters bounded by a line connecting the following points:

     36°57'58.5"N., 76°06'05.8"W. 

     36°57'11.5"N., 76°03'00.9"W. 


     36°55'49.3"N., 76°03'12.8"W. 

     36°56'32.3"N., 76°06'05.8"W. 

     36°57'04.5"N., 76°06'05.8"W. 

     36°57'09.0"N., 76°06'23.3"W.

     (ii) Anchorage C [Naval Anchorage].  The waters bounded by a line connecting the following points:

     36°58'55.3"N., 76°09'40.3"W. 

     36°58'19.3"N., 76°07'16.8"W. 


     36°57'27.5"N., 76°07'36.3"W. 

     36°58'04.5"N., 76°09'58.8"W. 

    (iii)  Anchorage D [Naval Anchorage].  The waters bounded by the shoreline a line connecting the following points:

     36°55'49.5"N., 76°10'31.6"W. 

     36°58'04.5"N., 76°10'00.9"W. 


     36°57'31.7"N., 76°07'53.6"W. 

     36°55'24.6"N., 76°08'27.6"W.

     (iv) Anchorage E [Commercial Explosives Anchorage].  The waters bounded by a line connecting the following points:

     36°59'59.2"N., 76°13'45.8"W. 

     36°59'08.7"N., 76°10'32.6"W. 


     36°58'13.5"N., 76°10'50.6"W. 

     36°59'02.5"N., 76°14'08.9"W.

     (v) Explosives Handling Berth E-1 [Explosives Anchorage Berth].  The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°59'05.5"N., 76°11'21.8"W. 

     (3) Hampton Roads Anchorages. (i) Anchorage  F, Hampton Bar. The waters bounded by a line connecting the following points:

     36°59'25.5"N., 76°20'05.8"W. 

     36°59'52.1"N., 76°19'10.8"W. 


     36°59'25.7"N., 76°18'47.3"W. 

     36°58'49.6"N., 76°19'32.6"W.

     (ii) Anchorage Berth F-1. The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°59'29.6"N., 76°19'13.9"W.


(FR 1/31/08)

Page 54-Paragraph 311 through Paragraph 314, read:

     (iv) Explosives Handling Berth G-1. The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°57'50.5"N., 76°21'35.8"W. 

     (v) Explosives Handling Berth G-2. The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°58'14.5"N., 76°21'00.3"W.


(FR 1/31/08)

Page 54-Paragraph 319 through Page 55-Paragraph 335, read:

     (viii) Anchorage H, Newport News Bar. The waters bounded by a line connecting the following points:

     36°57'38.8"N., 76°24'18.5"W. 

     36°57'52.3"N., 76°22'29.7"W. 


     36°58'07.4"N., 76°22'01.8"W. 

     36°57'31.6"N., 76°22'00.6"W.

     36°57'18.7"N., 76°24'10.1"W. 

     (4) James River Anchorages. (i) Anchorage I, Newport News. The waters bounded by a line connecting the following points:

     36°58'49.0"N., 76°27'09.8"W. 

     36°58'35.9"N., 76°26'37.2"W. 


     36°57'52.2"N., 76°26'01.6"W. 

     36°57'31.1"N., 76°25'33.3"W.

     36°57'07.2"N., 76°24'43.1"W.

     36°56'23.1"N., 76°24'26.8"W.

     36°56'03.5"N., 76°24'35.8"W.

     36°57'54.2"N., 76°26'40.3"W.

     36°58'23.5"N., 76°27'09.8"W.

     (ii) Anchorage Berth I-1. The waters bounded by the arc of a circle with a radius of 400 yards and the center located at:

     36°57'09.0"N., 76°25'20.4"W. 


(FR 1/31/08)

Page 263-Paragraph 64, line 3; read:

In May 2007, the controlling depth in the ...


(CL 1457/07; BPs 191900-04)
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Corrections

Page 67-Paragraph 663, line 5; read:

notification by the District Commander to do so.

§117.714 Corson Inlet.
      The draw of the Corson Inlet Bridge, mile 0.9, at Strathmere, shall open on signal; except that from October 1 through May 15 from 10 p.m. to 6 a.m. and from 6 a.m. to 10 p.m. on December 25 the draw need open only if at least two hours notice is given.


(FR 1/31/08)

Page 69-Paragraph 722, line 4 through Page 70-Paragraph 737, read:

after the hour, and 20 minutes before the hour.

     (3) From 10 p.m. on December 24 until 6 a.m. on December 26, the draw need open only if at least two hours notice is given.

     (j) [Reserved]

     (k) The draw of Two-Mile Bridge, mile 112.2, across Middle Thorofare in Wildwood Crest, shall open on signal except:

     (1) From 9:15 a.m. to 10:30 a.m. on the fourth Sunday in March of every year, the draw need not open for vessels. If the fourth Sunday falls on a religious holiday, the draw need not open for vessels from 9:15 a.m. to 10:30 a.m. on the third Sunday of March of every year.

     (2) From 10:30 p.m. on December 24 until 10:30 p.m. on December 26, the draw need open only if at least two hours notice is given.

     (l) The draw of the Route 35 Bridge, mile 1.1 across Manasquan River at Brielle, shall open on signal except as follows:

     (1) From May 15 through September 30:

     (i) On Saturdays, Sundays and Federal holidays, from 8 a.m. to 10 p.m., the draw need only open 15 minutes before the hour and 15 minutes after the hour.

     (ii) On Mondays to Thursdays from 4 p.m. to 7 p.m. and on Fridays, except Federal holidays from 12 p.m. to 7 p.m., the draw need only open 15 minutes before the hour and 15 minutes after the hours.

      (2) Year-round, unless otherwise provided by paragraph (l)(3) of this section, from 11 p.m. to 8 a.m., the draw need only open if at least four hours notice is given.

     (3) From 8 a.m. on November 1, 2006 until 5 p.m. March 1, 2007; from 8 a.m. on November 1, 2007 until 5 p.m. March 1, 2008; and from 8 a.m. on November 1, 2008 until 5 p.m. March 1, 2009, the Route 35 Bridge, mile 1.1, at Brielle may remain in the closed position to navigation.

     (m) The draw of Cape May Canal Railroad Bridge across Cape May Canal, mile 115.1, at Cape May shall operate as follows:

     (1) The draw shall be maintained in the open position; the draw may close only for the crossing of trains and maintenance of the bridge. When the draw is closed for a train crossing a bridge tender shall be present to reopen the draw after the train has cleared the bridge. When the draw is closed for maintenance a bridge tender shall be present to open the draw upon signal.

     (2) Train service generally operates as follows (please contact Cape May Seashore Lines for current train schedules):

     (i) Winter (generally December through March): In general, there is no train service, therefore the bridge is unmanned and placed in the full open position.

      (ii) Spring (generally April through May and Fall (generally September through November): Generally weekend service only: Friday through Sunday train service starts at 10 a.m. and ends at 7:30 p.m. Monday thru Thursday the bridge generally unmanned and in the open position.

     (iii) Summer Service (generally June through August): Daily train service starting at 10 a.m. and ending 7:30 p.m.

     (3) When a vessel approaches the drawbridge with the draw in the open position, the vessel shall give the opening signal. If no acknowledgment is received within 30 seconds, the vessel may proceed, with caution, through the open draw. When the draw is open and will be closing promptly, the drawbridge will generally signal using sound signals or radio telephone.

     (4) Opening of the draw span may be delayed for ten minutes after a signal to open except as provide in (117.31(b). However, if a train is moving toward the bridge and has crossed the home signal for the bridge before the signal requesting opening of the bridge is given, the train may continue across the bridge and must clear the bridge interlocks as soon possible in order to prevent unnecessary delays in the opening of the draw.


(FR 1/31/08; e-CFR 2/8/08; 33 CFR 117)

Page 71-Paragraph 768, read:

§117.757 Townsend Inlet.
     The draw of Townsend Inlet Bridge, mile 0.3 in Avalon, shall open on signal except:

      (a) From 9:15 a.m. to 2:30 p.m. on the fourth Sunday in March of every year, the draw need not open for vessels. If the fourth Sunday falls on a religious holiday, the draw need not open from 9:15 a.m. to 2:30 p.m. on the third Sunday of March of every year.

     (b) From 11 p.m. on December 24 until 11 p.m. on December 25, the draw need open only if at least two hours notice is given.


(FR 1/31/08)



Page 199-Paragraph 138, line 7; read:

bascule span with a clearance of 15 feet. (See 117.1 through 117.59 and 117.714, chapter 2, for drawbridge regulations.) The ...


(FR 1/31/08)
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Correction

Page 54-Paragraph 265 through Paragraph 302, read:

§110.168 Hampton Roads, Virginia and adjacent waters (Datum: NAD 83).

     (a) Anchorage Grounds. (1) Anchorage A [Naval Anchorage]. The waters bounded by the shoreline and a line connecting the following points:

      36°55'36.2"N., 76°02'46.3"W.

      36°57'03.3"N., 76°03'01.4"W.

      36°56'45.5"N., 76°01'28.8"W.

      36°55'55.7"N., 76°01'35.7"W.

     (2) Chesapeake Bay, Thimble Shoals Channel Anchorages.
     (i) Anchorage B [Naval Anchorage].  The waters bounded by a line connecting the following points:

     36°57'58.5"N., 76°06'05.8"W. 

     36°57'11.5"N., 76°03'00.9"W. 


     36°55'49.3"N., 76°03'12.8"W. 

     36°56'32.3"N., 76°06'05.8"W. 

     36°57'04.5"N., 76°06'05.8"W. 

     36°57'09.0"N., 76°06'23.3"W.

     (ii) Anchorage C [Naval Anchorage].  The waters bounded by a line connecting the following points:

     36°58'55.3"N., 76°09'40.3"W. 

     36°58'19.3"N., 76°07'16.8"W. 


     36°57'27.5"N., 76°07'36.3"W. 

     36°58'04.5"N., 76°09'58.8"W. 

    (iii)  Anchorage D [Naval Anchorage].  The waters bounded by the shoreline a line connecting the following points:

     36°55'49.5"N., 76°10'31.6"W. 

     36°58'04.5"N., 76°10'00.9"W. 


     36°57'31.7"N., 76°07'53.6"W. 

     36°55'24.6"N., 76°08'27.6"W.

     (iv) Anchorage E [Commercial Explosives Anchorage].  The waters bounded by a line connecting the following points:

     36°59'59.2"N., 76°13'45.8"W. 

     36°59'08.7"N., 76°10'32.6"W. 


     36°58'13.5"N., 76°10'50.6"W. 

     36°59'02.5"N., 76°14'08.9"W.

     (v) Explosives Handling Berth E-1 [Explosives Anchorage Berth].  The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°59'05.5"N., 76°11'21.8"W. 

     (3) Hampton Roads Anchorages. (i) Anchorage  F, Hampton Bar. The waters bounded by a line connecting the following points:

     36°59'25.5"N., 76°20'05.8"W. 

     36°59'52.1"N., 76°19'10.8"W. 


     36°59'25.7"N., 76°18'47.3"W. 

     36°58'49.6"N., 76°19'32.6"W.

     (ii) Anchorage Berth F-1. The waters bounded by the arc of a circle with a radius of 500 yards and the center located at:

     36°59'29.6"N., 76°19'13.9"W.

(FR 1/31/08)

Page 263-Paragraph 60, lines 3-4; read:

channel in the vicinity of Daybeacon BL. In 2006, the controlling depth in Long Creek was 5 feet ...

(NOS 12254)
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Corrections

Page 43-Table, Insert after Part 26–Vessel Bridge-to-Bridge Radiotelephone Regulations:

Part 70
Interference with or Damage to Aids to Navigation

(33 CFR  70)

Page 45-Paragraph 49, line 13; read:

by Means of Radio, 1973.”

Part 70–Interference with or Damage to Aids to Navigation
§70.05–10 Revocation of License
     Every master, pilot, and engineer, or person or persons acting in such capacity, respectively, on board any vessel who shall willfully injure or destroy an aid to navigation established or maintained by the United States shall be deemed guilty of violating the provisions of §70.05-1 and shall upon conviction be punished as provided in §70.05-5 and shall also have his license revoked or suspended for a term to be fixed by the judge before whom tried and convicted.

§70.05–20 Report Required
     Whenever any vessel collides with an aid to navigation established and maintained by the United States or any private aid to navigation established or maintained in accordance with Part 64, 66, 67 or 68 of this subchapter, or is connected with any such collision, it shall be the duty of the person in charge of such vessel to report the accident to the nearest Officer in Charge, Marine Inspection, in accordance with 46 CFR  4.






(33 CFR  70)

Page 181-Paragraph 27, read:

     Three bascule drawbridges cross the main channel of Shark River. Ocean Avenue Bridge, just inside the jetties, has a clearance of 15 feet, State Route 71 highway bridge, about 0.8 mile above the jetties, has a clearance of 13 feet and the New York and Long Branch Company Bridge 0.1 mile above State Route 71 highway bridge, has a clearance of 8 feet. (See 117.1 through 117.59 and 117.751, chapter 2, for drawbridge regulations.) The bridgetender for the highway and railroad bascule bridges monitor VHF-FM channel 13; call signs KMD-281 and KT-4202 respectively, with the latter serving as the call sign for the State Route 71 highway bridge and the railroad bridge. A fixed highway bridge with a clearance of 50 feet crosses the main channel immediately westward of the railroad bridge.

(CL 319/08)

Page 267-Paragraph 119, lines 7-8; read:

In August 2007, the controlling depth was 8.3 feet in the right half of the channel with shoaling to 3.2 feet in the ...

(BPs 191905-07; CL 1458/07)

Page 281-Paragraph 57, lines 21-23; read:

the bridge should be left to northward.

(CL 420/88; NOS 12248; CL 1159/60)

Page 292-Paragraph 70, lines 2-4; read:

Point has a bascule bridge with a clearance of 56 feet. The bridgetender monitors ...

(CL 126/08)

Page 331-Paragraph 144, line 7; read:

lift, 20 tons. An overhead power cable just inside the creek has a clearance of 48 feet.

(NOS 12282)

Page 372-Paragraph 205, lines 7-8; read:

at Mulberry Point. In 2001, the reported controlling depth was 6 feet to the basin with 4 to 7 feet at the landings.

(CL 45/02; NOS 12274)

Page 372-Paragraph 223, line 1; read:

     Fishing Battery Light (39º29'42"N., 76º04'59"W.), ...

(LL/07)

Page 373-Paragraph 225, lines 10-13; read:

2000, the reported controlling depth was 6.0 feet in the side channel and 5.0 feet in the basin at City Park. The mean range of tide is 2.1 feet at Havre de Grace. It is ...

(CL 1350/06; NOS 12274)
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Corrections

Page 219-Paragraph 201, lines 11-14; read:

November-December 2007, the controlling depths were 13.3 feet (14.6 feet at midchannel) to Light 10, thence 16.0 feet through the landcut, thence depths of 11.6 to 16.0 feet in the basin, thence 16.0 feet to the head of ...


(BPs 192192-94)

Page 242-Paragraph 72, lines 5-6; read:

Two overhead power cables with a least clearance of 161 feet cross the canal at Mile 3.5. The fixed highway bridge ...


(CL 164/08)

Page 253-Paragraph 77, line 6; read:

3.0 feet (4.2 feet at midchannel) in September 2007.


(CL 149/08; BPs 192087-89)

Page 264-Paragraph 70, lines 6-8; read:

are 50 feet through Norfolk Harbor Entrance Reach; thence 50 feet through Craney Island Reach at Lamberts Point; thence 40 feet to the bridge. Newport News Channel, with a ...


(DD 10739; CL 162/08; NOS 12245)

Page 266-Paragraph 102, line 1; read:

     The 50-foot project channel to Newport News was ...


(DD 10739; NOS 162/08)

Page 266-Paragraph 105, line 6; read:

project. Vessels entering the creek should not cut between Buoy 1 and the bridge-tunnel interchange as the bridge-tunnel interchange is surrounded by shoal riprap. In November 2007, a rocky bottom with a ...


(DD 10739; LL/07; NOS 12245)

Page 289-Paragraph 35, line 2; read:

above the water, is shown from a multi-pile structure with a red and ...


(DD 10777; LL/07)

Page 290-Paragraph 45, lines 12-14; read:

western edge. In February 2008, it was reported that the channel to the Coast Guard Basin had a controlling depth of 5 feet at or near the centerline. Local knowledge ...


(DD 10777)

Page 294-Paragraph 97, lines 4-7; read:

above the entrance. In November 2007, the controlling depths were 1.7 feet in the left half of the entrance channel and 0.6 foot in the right half of the entrance channel to Daybeacon 8, thence ...


(BPs 191998-99; CL 156/08)

Page 297-Paragraph 146, line 5; read:

October 2007, the controlling depth was 1.6 feet in the left ...


(BPs 192081-83; CL 144/08)

Page 335-Paragraph 25, line 5; read:

2007, the controlling depth was 5.1 feet over the bar to ...


(BPs 192102-06; CL 163/08)

Page 336-Paragraph 46, line 6; read:

has a seasonal fog signal. In November 2007, the controlling depth was 2.4 feet to the basin, thence depths of 4.0 to 6.4 feet were in the basin, except for lesser depths on ...


(CL 150/08; BPs 192090-92)
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Page 68-Paragraph 683, line 4 through Paragraph 685, line 1; read:

signal at all other times upon four hours notice.

§117.730 Maurice River.
     The draw of the Cumberland County bridge, mile 12.1 at Mauricetown, need not be opened for the passage of vessels.

§117.731 Mullica River.
     The draws of bridges listed in this section shall ...


(33 CFR 117)

Page 157-Paragraph 2806 through Page 158-Paragraph 2817, read:

§226.203 Critical habitat for northern right whales.

     (a) Great South Channel. The area bounded by

     41°40'N., 69°45'W.;

     41°00'N., 69°05'W.;

     41°38'N., 68°13'W.; and

     42°10'N., 68°31'W.;

     (b) Cape Cod Bay, Massachusetts. The area bounded by 

     42°04.8'N., 70°10'W.;

     42°12'N., 70°15'W.;

     42°12'N., 70°30'W.;

     41°46.8'N., 70°30'W. and on the south and east by the interior shore line of Cape Cod, Massachusetts.

     (c) Southeastern United States. The coastal waters between 31°15'N and 30°15'N from the coast out 15 nautical miles; and the costal waters between 30°15'N and 28°00'N from the coast out 5 nautical miles.


(FR 4/8/08)

Page 181-Paragraph 24, lines 2-3; read:

marked by a light near its outer end. Shark River Coast Guard Station ...


(LL/07)

Page 196-Paragraph 89, lines 13-14; read:

117.59 and 117.731, chapter 2, for drawbridge regulations.)


(33 CFR 117)

Page 216-Paragraph 157, lines 4-5; read:

mouth and 1 mile from the town of Smyra. In 1986, the entrance bar had a reported centerline controlling depth of 4 feet; thence in 1971, the reported centerline controlling depth was 8 ...


(NOS 12311)

Page 217-Paragraph 178, lines 2-4; read:

Maurice River, there is a fixed highway bridge with a clearance of 25 feet. The overhead ...


(CL 853/69; CL 640/72; NOS 12304)

Page 219-Paragraph 206, line 10; read:

across the river have a minimum clearance of 45 feet.


(NOS 12311)

Page 222-Paragraph 237, line 7; read:

its and regulations, and page 389 for Wilmington climatological ...


(CP3/08)

Page 223-Paragraph 244, insert after:

(See page 389 for Wilmington climatological table.)


(DB 16934)

Page 236-Paragraph 439, insert after:

(See page 391 for Trenton climatological table.)


(DB 16934)

Page 251-Paragraph 52, line 4; read:

shoal is covered only 6 feet. A lighted buoy marks ...


(LL/07; NOS 12211)

Page 253-Paragraph 82, line 3; read:

depths of 4 to 18 feet. An unlighted buoy and a lighted ...


(NOS 12211)

Page 296-Paragraph 126, lines 5-6; read:

inside the creek. In October 2007, the controlling depth was 2.9 feet (5.3 feet at midchannel). There are several boatyards and marinas, ...


(CL 141/08; BPs 192075-76)

Page 336-Paragraph 46, lines 6-8; read:

has a seasonal fog signal. In November 2007, the controlling depth was 2.4 feet to the basin, thence depths of 4.0 to 6.4 were in the basin, except for lesser depths on ...


(CL 150/08; BPs 192090-92)

Page 365-Paragraph 111, lines 2-3; read:

Point, in January 2007, had a controlling depth of 30.8 feet and leads to the shipyard facilities; a ...


(DDs 10045-47)
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Corrections

Page 134-Paragraph 2315 through Paragraph 2319, read:

Subpart A-General
§169.1 What is the purpose of this part?
     This subpart prescribes the requirements for mandatory ship reporting systems. Ship reporting systems are used to provide, gather, or exchange information through radio reports. The information is used to provide data for many purposes including, but not limited to: navigation safety, maritime security and domain awareness, environmental protection, vessel traffic services, search and rescue, weather forecasting and prevention of marine pollution.

§169.5 How are terms used in this part defined?

      As used in this part–

      Administration means the Government of the State whose flag the ship is entitled to fly.

     Cargo ship means any ship which is not a passenger ship.

     Flag Administration means the Government of a State whose flag the ship is entitled to fly.

     Gross tonnage means tonnage as defined under the International Convention on Tonnage Measurement of Ships, 1969 (Incorporated by reference, see §169.15).

      Gross tons means vessel tonnage measured in accordance with the method utilized by the flag state administration of that vessel.

     High speed craft means a craft that is operable on or above the water and is capable of a maximum speed equal to or exceeding V=3.7xdispl1667, where “V” is the maximum speed and “displ” is the vessel displacement corresponding to the design waterline in cubic meters.

     High speed passenger craft means a high speed craft carrying more than 12 passengers.

     International voyage means a voyage from a country to which the present International Convention for the Safety of Life at Sea (SOLAS), 1974 applies to a port outside such country, or conversely. For U.S. ships, such voyages will be considered to originate at a port in the United States, regardless of when the voyage actually began. Such voyages for U.S. ships will continue until the ship returns to the United States from its last foreign port.

     Long range identification and tracking (LRIT) information or position report means report containing the following information:

     (1) The identity of the ship;

     (2) The position of the ship (latitude and longitude); and

     (3) The date and time of the position provided.

     LRIT Data Center means a center established by a SOLAS Contracting Government or a group of Contracting Governments, or in the case of International Data Center, by IMO, to request, receive, process, and archive LRIT information. An LRIT Data Center may be National, Regional, Co-operative or International.

     Mandatory ship reporting system means a ship reporting system that requires the participation of specified vessels or classes of vessels, and that is established by a government or governments after adoption of a proposed system by the International Maritime Organization (IMO) as complying with all requirements of regulation V/8–1 of the International Convention for the Safety of Life at Sea, 1974, as amended (SOLAS), except paragraph (e) thereof.

     Mobile offshore drilling unit means a self-propelled vessel capable of engaging in drilling operations for the exploration or exploitation of subsea resources.

     Passenger ship means a ship that carries more than 12 passengers.

     Self-propelled ships means ships propelled by mechanical means.

     Shore-based authority means the government appointed office or offices that will receive the reports made by ships entering each of the mandatary ship reporting systems. The office or offices will be responsible for the management and coordination of the system, interaction with participating ships, and the safe and effective operation of the system. Such an authority may or may not be an authority in charge of a vessel traffic service.

     United States means the States of the United States, the District of Columbia, Guam, Puerto Rico, the Virgin Islands, American Samoa, the Northern Mariana Islands, and any other territory or possession of the United States.


(FR 4/29/08)

Page 134-Paragraph 2320, line 10; read:

map or chart being used.

§169.15 Incorporation by reference: Where can I get a copy of the publications mentioned in this part?


     (a) Certain material is incorporated by reference into this part with the approval of the Director of the Federal Register under 5 U.S.C. 552(a) and 1 CFR part 51. To enforce any edition other than that specified in this section, the Coast Guard must publish notice of change in the Federal Register and the material must be available to the public. All approved material is available for inspection at the National Archives and Records Administration (NARA). For information on the availability of this material at NARA, call 202-741-6030 or go to http://www.archives.gov/federal_register/code_of_federal_regulations/ibr_locations.html. Also, it is available for inspection at the Coast Guard, Office of Navigation Systems (CG-54132), 2100 Second Street, SW., Washington, DC 20593-0001, and is available from the sources indicated in this section.

     (b) International Electrotechnical Commission (IEC) Bureau Central de la Commission Electrotechnique Internationale, 3 rue de Varembé, P.O. Box 131, 1211 Geneva 20, Switzerland.

     (1) IEC 60945, Fourth edition 2002-08, Maritime navigation and radiocommunication equipment and systems–General requirements–Methods of testing and required test results, incorporation by reference approved for §169.215.

     (2) [Reserved]

     (c) International Maritime Organization (IMO), 4 Albert Embankment, London SE1 7SR, U.K.

     (1) IMO Resolution MSC.202(81), adopted on May 19, 2006, Adoption of Amendments to the International Convention for the Safety of Life at Sea, 1974, as Amended, incorporation by reference approved for §160.240.

     (2) IMO Resolution MSC. 210(81), adopted on May 19, 2006, Performance Standards and Functional Requirements for the Long-Range Identification and Tracking of Ships, incorporation by reference approved for §§169.215 and 169.240.

     (3) IMO Resolution MSC.254(83), adopted on October 12, 2007, Adoption of Amendments to the Performance Standards and Functional Requirements for the Long-Range Identification and Tracking of Ships, incorporation by reference approved for §§169.215 and 169.240.

     (4) IMO Resolution A.694(17), adopted on November 6, 1991, General Requirements for Shipborne Radio Equipment Forming Part of the Global Maritime Distress and Safety System (GMDSS) and for Electronic Navigational Aids, incorporation by reference approved for §165.215.

     (5) International Convention on Tonnage Measurement of Ships, 1969, incorporation by reference approved for §169.5.


(FR 4/29/08)

Page 136-Paragraph 2344, line 5; read:

published annually in the U.S. Coast Pilot.

Subpart C-Transmission of Long Range Identification and Tracking Information
§169.200 What is the purpose of this subpart?
      This subpart implements Regulation 19-1 of SOLAS Chapter V (SOLAS V/19-1) and requires certain ships engaged on an international voyage to transmit vessel identification and position information electronically. This requirement enables the Coast Guard to obtain long range identification and tracking (LRIT) information and thus heightens our overall maritime domain awareness, enhances our search and rescue operations, and increases our ability to detect anomalies and deter transportation security incidents.

§169.205 What types of ships are required to transmit LRIT information (position reports)?
    The following ships, while engaged on an international voyage, are required to transmit position reports:

     (a) A passenger ship, including high speed passenger craft.

     (b) A cargo ship, including high speed craft, of 300 gross tonnage or more.

     (c) A mobile offshore drilling unit while underway and not engaged in drilling operations.

§169.210 Where during its international voyage must a ship transmit position reports?
     The requirements for the transmission of position reports, imposed by the United States, vary depending on the relationship of the United States to a ship identified in §169.205.

     (a) Flag State relationship. A U.S. flag ship engaged on an international voyage must transmit position reports wherever they are located.

     (b) Port State relationship. A foreign flag ship engaged on an international voyage must transmit position reports after the ship has announced its intention to enter a U.S. port or place under requirements in 33 CFR part 160, subpart C. 

     (c) Coastal State relationship.  A foreign flag ship engaged on an international voyage must transmit position reports when the ship is within 1,000 nautical miles of the baseline of the United States, unless their Flag Administration, under authority of SOLAS V/19-1.9.1, has directed them not to do so.

§169.215 How must a ship transmit position reports?
     A ship must transmit position reports using Long Range Identification and Tracking (LRIT) equipment that has been type-approved by their Administration. To be type-approved by the Coast Guard, LRIT equipment must meet the requirements of IMO Resolutions A.694(17), MSC.210(81), and MSC.254(83), and IEC standard IEC 60945 (Incorporated by reference, see §169.15).

§169.220 When must a ship be fitted with LRIT equipment?
     A ship identified in §169.205 must be equipped with LRIT equipment–

     (a) Before getting underway, if the ship is constructed on or after December 31, 2008.

     (b) By the first survey of the radio installation after December 31, 2008, if the ship is–

     (1) Constructed before December 31, 2008, and

     (2) Operates within–

     (i) One hundred (100) nautical miles of the United States baseline, or

     (ii) Range of an Inmarsat geostationary satellite, or other Application Service Provider recognized by the Administration, with continuous alerting is available.

     (c) By the first survey of the radio installation after July 1, 2009, if the ship is–

     (1) Constructed before December 31, 2008, and

     (2) Operates within the area or range specified in paragraph (b)(2) of this section as well as outside the range of an Inmarsat geostationary satellite with which continuous alerting is available. While operating in the area or range specified in paragraph (b)(2) of this section, however, a ship must install LRIT equipment by the first survey of the radio installation after December 31, 2008.


§169.225 Which Application Service Providers may a ship use?
      A ship may use an application Service Provider (ASP) recognized by its administration. Some Communication Service Providers may also serve as an ASP.

§169.230 How often must a ship transmit position reports?
     A ship’s LRIT equipment must transmit position reports at 6-hour intervals unless a more frequent interval is requested remotely by an LRIT Data Center.

§169.235 What exemptions are there from reporting?
     A ship is exempt from this subpart if it is–

     (a) Fitted with an operating automatic identification system (AIS), under 33 CFR 164.46, and operates only within 20 nautical miles of the United States baseline,

     (b) A warship, naval auxiliaries or other ship owned or operated by a SOLAS Contracting Government and used only on Government non-commercial service, or

     (c) A ship solely navigating the Great Lakes of North America and their connecting and tributary waters as far east as the lower exit of the St. Lambert Lock at Montreal in the Province of Quebec, Canada.

§169.240 When may LRIT equipment be switched off?
     A ship engaged on an international voyage may switch off its LRIT equipment only when it is permitted by its Flag Administration, in circumstances detailed in SOLAS V/19–1.7, or in paragraph 4.4.1, of resolution MSC.210(81), as amended by resolution MSC.254(83) (Incorporated by reference, see §169.15).

§169.245 What must a ship master do if LRIT equipment is switched off or fails to operate?
      (a) If a ship’s LRIT equipment is switched off or fails to operate, the ship’s master must inform his or her Flag Administration without undue delay.

     (b) The master must also make an entry in the ship’s logbook that states–

     (1) His or her reason for switching the LRIT equipment off, or an entry that the equipment has failed to operate, and

     (2) The period during which the LRIT equipment was switched off or non-operational. 

     Note to §169.245: for U.S. vessels, the U.S. Coast Guard serves as the Flag Administration for purposes of this section. All LRIT notifications for the U.S.  Flag administration, in addition to requests or questions about LRIT, should be communicated to the U.S. Coast Guard by e-mail addressed to LRIT@uscg.mil.


(FR 4/29/08)
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Page 182-Paragraph 34, line 3; read:

Manasquan River. In May-October 2007, the controlling depth was 6.9 feet ...


(BPs 192206-07; BP 191353)

Page 216-Paragraph 157, lines 4-5; read:

mouth and 1 mile from the town of Smyrna. In 1986, the entrance bar had a reported centerline controlling depth of 4 feet; thence in 1971, the reported centerline controlling depth was 8 ...


(NOS 12311)

Page 278-Paragraph 23, lines 4-5; read:

channel into Bennett Creek. In February 2008, the controlling depth was 2.5 feet in the entrance channel ...


(BPs 192333-35; CL 545/08)

Page 338-Paragraph 76, line 1; read:

     Sharkin Shoal Light (38°12'08"N., 75°59'12"W.) ...


(16/08 CG5; 17/08 CG5; LL/07)
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Corrections

Page 263-Paragraph 57, lines 3-4; read:

controlling depth in the entrance channel was 6.8 feet (8.4 feet at midchannel). The inlet is marked by lights, ...


(BPs 192354-64, CL 554/08)

Page 263-Paragraph 58, lines 8-14; read:

east end, in Broad Bay. In November-December 2007, the controlling depth was 8.3 feet in the left half and 6.1 feet in the right half of the northerly channel, with 3.5 to 5.6 feet in the large basin, thence 4.8 feet in the southerly channel to Daybeacon 10, where the north and south channels meet, thence 6.5 feet was in the channel eastward to ...


(BPs 192354-64; CL 554/08)

Page 263-Paragraph 61, lines 4-5; read:

Linkhorn Bay near Virginia Beach. In November-December 2007, the controlling depth was 6 feet to the head of the project at ...


(BPs 192354-64; CL 554/08)

Page 335-Paragraph 30, lines 8-13; read:

In October-November 2007, the controlling depths were 5.7 feet to Daybeacon 3, thence 8.5 feet to the anchorage basin, thence 8.2 feet for about 0.25 mile above the anchorage basin in North Branch, thence 3.6 feet (4.2 feet at midchannel) in Central Branch to the first bridge, thence 4.1 to 6.0 feet in ...


(BPs 192373-80; CL 567/08)

Page 338-Paragraph 76, line 1; read:

     Sharkfin Shoal Light (38 12'08"N., 75°59'12"W.), ...


(16/08 CG5; 17/08 CG5; LL/05)
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Page 78-Paragraph 918, line 3; read:

(CG-543).

(FR 6/19/08)

Page 80-Paragraph 1004, line 2; read:

line, as defined in 33 CFR 2.20.

(FR 6/19/08)

Page 95-Portion of Table 161.12(c), read:

	Puget Sound7
Seattle Traffic 003669957
	156.700 MHZ (Ch. 14)


	The waters of Puget Sound, Hood Canal and adjacent waters south of a line connecting Nodule Point and Bush Point in Admiralty Inlet and south of a line drawn due east from the southernmost tip of Possession Point on Whidbey Island to the shoreline.

	Seattle Traffic 003669957
	156.250 MHZ (Ch. 5A)
	The waters of the Strait of Juan de Fuca east of 124(40'W excluding the waters in the central portion of the Strait of Juan de Fuca north and east of Race Rocks; the navigable waters of the Strait of Georgia east of 122(52'W; the San Juan Island Archipelago, Rosario Strait, Bellingham Bay; Admiralty Inlet north of a line connecting Nodule Point and Bush Point and all waters east of Whidbey Island North of a line drawn due east from the southernmost tip of Possession Point on Whidbey Island to the shoreline.


(FR 6/19/08)

Page 102-Paragraph 1361, lines 8-9; read:

approved material is available for inspection at the Navigation Systems Division (CG-5413), Coast Guard ...

(FR 6/19/08)

Page 118-Paragraph 1780, line 3; read:

2.36, within the geographic boundaries of the ...

(FR 6/19/08)

Page 181-Paragraph 25, lines 3-9; read:

jetties. In March 2008, the controlling depth was 5.7 feet (6.7 feet at midchannel) in the jetty channel to the Ocean Avenue Bridge, thence 6.9 feet (7.8 feet at midchannel) to the State Route 35 highway bridge, thence 7.1 feet to Belmar Municipal Boat Basin, with shoaling to 5.4 feet along the edges. An anchorage is just east of State Route 71 highway bridge; 3.8 to 12 feet was available in March 2008. The State of ...

(CL 561/08; BPs 192367-70)

Page 194-Paragraph 51, line 3; read:

barrier beach has a clearance of 30 feet. (See 117.733, ...

(CL 555/08)

Page 223-Paragraph 245, line 7; read:

regulations.) In May 2008, it was reported that the Christina River swing bridge at mile 5.4 was in ruins; caution is advised. The least clearance of overhead power cables is ...

(CL 582/08)

Page 317-Paragraph 213, line 2; read:

Potomac River 1.6 miles above Hains Point. A fixed bridge with a clearance of 11 feet crosses the entrance; tide gates obstruct ...

(CL 549/08)
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Corrections

Page 288-Pargraph 16, lines 5-6; read:

Messick Point. In December 2007, the controlling depth was 5.3 feet.

(CL 608/08; BPs 192387-88)

Page 375-Paragraph 22, line 7 through Page 376-Paragraph 27; read:

further use of the chart for navigation may be dangerous.

                                (DOLE/08)

Page 376-Paragraph 52, read:

Dates of Latest Editions
      Information concerning the dates of latest editions for the full suite of NOAA’s nautical charts and U.S. Coast Pilot volumes can be found at: www.nauticalcharts.noaa.gov/mcd/dole.htm.

(DOLE/08)\\

 SEQ CHAPTER \h \r 1Publication–National Ocean Service–U.S. Coast Pilot 3, Atlantic Coast:  Sandy Hook, NJ to Cape Henry, VA 2008, (41st) Edition.  Change No. 14.




Coast Pilot 3 41st Ed 2008
Corrections

Page 163-Paragraph 51, read:

     Email: RightWhale.MSR@noaa.gov or

     Telex: 48156090

(32/08 CG1)

Page 264-Paragraph 70, lines 6-8; read:

are 50 feet through the Norfolk Harbor Entrance Reach; thence 55 feet through Craney Island Reach at Lamberts Point; thence 40 feet to the bridge. Newport News Channel, with a ...

(NOS 12245; CL 162/08)

Page 266-Paragraph 102, line 1; read:

     The 55-foot project channel to Newport News was ...

(CL 162/08; NOS 12245)
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Corrections

Page 13-Paragraph 134, line 19; read:

intended for use by the Department of Defense. Please report GPS problems or anomalies at http://www.navcen.uscg.gov/gps/ or contact the USCG Navigation Information Service at 703-313-5900.

(DD 12026)

Page 187-Paragraph 79, lines 2-4; read:

miles west of Cape May Inlet. In March 2008, the controlling depth was 14.1 feet through Cape May Inlet to the inner end of the jetties; thence in June 2007, 7.0 feet (13.0 feet at …

(BPs 192438-39)

Page 321-Paragraph 32, line 5; read:

and machinery services, gasoline, diesel fuel, and pump-out station services are available.

(DB 16357)
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Corrections


Page 215-Paragraph 139, lines 1-2; read:

     In January 2008, the controlling depth was 4.6 feet in the entrance channel to the jetties, thence 3.9 feet for …

(BPs 192432-35)

Page 253-Paragraph 77, line 6; read:

3.0 feet (4.2 feet at midchannel) in September 2007. A repair yard in the harbor has a …

(CL 149/08: BPs 192087-89)
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Corrections


Page 181-Paragraph 25, lines 3-9; read:

jetties. In June 2008, the controlling depth was 10.9 feet (11.2 feet at midchannel) in the jetty channel to the Ocean Avenue Bridge; thence in March 2008, 6.9 feet (7.8 feet at midchannel) to the State Route 35 highway bridge, thence 7.1 feet to Belmar Municipal Boat Basin, with shoaling to 5.4 feet along the edges. An anchorage is just east of State Route 71 highway bridge; 3.8 to 12 feet was available in March 2008. The State of …

(CL 800/08; BP 192322; CL 561/08; BPs 192367-70)

Page 215-Paragraph 142, lines 5-6; read:

sides of the bridge. In January 2008, the controlling depth was 2.6 feet in the right half of the channel with shoaling …

(BPs 192429-30)

Page 282-Paragraph 87, lines 3-8; read:

40 feet. The Hopewell City Marina, on the south side 0.2 mile west of the bridge, has a small-boat basin with depths of about 6 feet off the T-pier.

(CL 770/08)

Page 283-Paragraph 95, line 6; read:

ruins. In July 2008, shoaling to 0.5-foot was reported in about 37°22'04"N., 077°16'08"W.; caution is advised. The north and west sections of the bend afford …

(CL 770/08)






